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FAMOUS 
WILTON 


VISES 


WILTON TRADEMENS’ VISE 


This versatile vise is 
ideal for the welding 
or automotive shop. It 
incorporates the ad- 
vantages of Wilton's 
famous, industry 
proved Machinists’ 
Vise. The 2000 Series 
features the lifetime 
precision of Wilton’'s 
“straightline’ pull for 
spindle and nut, keyed round slide bar and sealed lubrication. 


Extra deep throat provides more work holding capacity. Includes, 


hardened steel pipe jaws and big anvil for added ‘workability.” 
Available in 4” and 5" jaw widths. 


Item Catalog Jaw Maximum Pipe Depth of Shipping 
No. No. Width Opening Capacity Throat Wt., Lbs. 

11340 2040 4" 4" %"-2%" 3%" 39 

11350 2050 5" 5” %"-3¥," 3%" 53 


5 

WILTON PRECISION JEWELERS’ VISE 
< Accurate workman- 

et ship plus the same 

(PP design features as in 
the Wilton Machinists’ 
Vise line provide this 
“mini Wilton with 
great clamping strength 
and accuracy despite 
its small size. Ideal for 
Jeweler’s, Home Crafts 
and Electronics work. Available in stationary or swivel base 
models. Smooth steel jaws are standard. 


Item Catalog Jaw Maximum Depth of Shipping 
Number Number Base Width Opening Throat Wt., Lbs. 
10800 208 Swivel pi 2-1/4" 1-1 Z 4-1/2 
10850  20N _— Stationary 2” 2-1/4" 1-1/2 4 


NEW WILTON COMBINATION 
PIPE AND BENCH VISES 


— These combination 

» vises are subject to ex- 
tra tough use. As a re- 
sult, Wilton makes the 
most critical compon- 
ent—the slide bar—of 
steel. It's twice as 
strong as cast slide 
bars and only Wilton 
has it! 


Nobody but Wilton 
; builds a vise like this. 
Slide bar operates in bored channel. fits with .003” tolerance. 
Steel key in broached keyway eliminates side play and assures 
smoother operation. And all moving parts are totally enclosed— 
lubrication is locked in, dirt and grit are locked out. 


You also get heavier reinforced castings, 360° slip-proof swivel 
locking base and more. All for the price of an ordinary vise! 


Item Catalog Jaw Pipe Shipping 

No. Number Width Capacity Wt., Lbs. | 
10200 C-0 3%" ye 2%" 55 Ibs. | 
10225 C-1 4y," %-3%" 80 Ibs. | 
10250 C-2 Sig %-4¥%" 113 Ibs. 
10275 C-3 6" 4-6" 192 Ibs. 


WILTON WEATHERPROOF OUTDOOR 
PIPE AND BENCH VISE | 


> When you take a vise 

out on the job, it’s got 
to take a lot. Slam- 
bang off-the-road trav- 
el. Abrasive dust. Driv- 
ing rain. And hard, 
punishing use. But this 
Wilton all-weather 
bench and pipe vise is 
built for it — with all 
— 7 working parts sealed, 
lifetime lubrication, chrome finished exposed parts and castings 
protected by weather-proof paint. Plus large jaw inserts ...case 
hardened steel, pipe jaws ...8 sq. in. anvil...and 360° locking 
swivel base. 


Item Catalog Jaw Pipe Shipping 
No. Number Width Capacity Wt., Lbs. 
10400 AW35 3%" Ye-21" 59 Ibs. 


WILTON COPPER JAW CAPS 


) Designed to avoid 

» marring the surface of 

~ softer metals and to 
protect jaw faces. 
Wilton Jaw Caps have 
polished faces and pli- 
able copper exten- 
sions for a sure grip 
fit on any make vise. 


Catalog Number—404 


Width of vise jaw 
+ 2-1/2" 3" 3-1/2" 4" 4-1/2" 5. 6" 


1. INCREASED JAW CLAMPING SURFACE — 25% more 
clamping area. The largest jaw inserts of any machinist’s vise. 
2. VISE BODY — 15% heavier — Stronger than gray iron vises. 
3. MASSIVE ANVIL — 280% more anvil area — the largest of 
machinist market. 


any ”’s vise on the 
4. THROAT DEPTHS — Wilton Machinist’s Vises have the depth 
to meet tough job requirements. 


5. ISION SLIDE BAR — steel key guide in broached key wa: 
EP eeeal housing insures precision Kt of .002 — no side Sh 


may be replaced with jaws of 


WILTON MACHINIST’S BENCH VISES WITH 


Nobody but Wilton builds a vise like this. Lathe turned slide 
bar operates in bored channel, fits with .003” tolerance. Steel 
key in broached keyway eliminates side play and assures 
smoother operation. And all moving parts are totally 
enclosed—lubrication is locked in, dirt and grit are locked out. 


Swivel base model features 360° slip proof swivel locking base. 
The stationary models can be readily converted to swivel base 


type. 


and interchangeable jaws of high grade, speed treated steel. 
Smooth Steel. Available in swivel or stationary base models. 


ec 


0 


sie 


6. SLIP PROOF SWIVEL LOCKING — all swivel base models 


rotate 360° and have new serrated locking base with 


double lockdowns. 


7. EXCLUSIVE HORIZONTAL D 
bears i 


ars on the entire vise 
spindle. Threads of the spindle can’t wear out — 
making for a lifetime spindle and nut. 


SWIVEL BASE M 


TATION ARY RAS 
TATIONARY BA: 


WILTON DESIGN FEATURES MAKE FOR THE BEST MACHINIST'S VISE 


ESIGN — means that the n 


Design changes make the best vise better 


ut 
provides straight line pull for the 


8. SEALED CONSTRUCTION — all movi 
Locks in lubrication — locks out abrasive 


Jaw 
Width 
oy," 


ACH 
AUT 


parts totally enclosed. 
ture 


ust and mois’ i 


1INIST’S VISE 


Maximum 
Opening 
3" 

4%," 
5%" 
By," 
1%" 
3" 
10" 
12" 


Standard jaws are equipped with diamond serrations. 


Shipping 
Wt., Lbs. 
13 Ibs. 
29 Ibs. 
48 Ibs. 
67 Ibs. 
79 Ibs. 
98 Ibs. 
164 Ibs. 
248 lbs. 


STATIONARY BASE MACHINIST'S VISE 


Item Catalog 
No. Number 
10001 2508 
10006 3008 
10011 350S 
10016 4008 
10021 450S 
10026 500S 
10031 600S 
10036 8008 
Item Catalog 
No. Number 
10046 250N 
10056 300N 
10066 350N 
10076 400N 
10086 450N 
10096 500N 
10106 600N 
10116 800N 


Jaw 
Width 
ay," 


Maximum 
Opening 


Shipping 
Wt., Lbs. 


WILTON WORKSHOP VISES 


pieces. A box frame slide built of 3/16” 


lasting performance. 


Item Catalog Jaw 
Number Number 
11300 643% 
11400 644 4 
11500 645 ~ ig 


Width 
3-1/2" 


Maximum 
Opening 


4" 


5" 


5 


1/2’ 


The 640 series is rug- 
ged throughout. Hus- 
kier body takes the 
heavier work load 
you'd expect from a 
workshop vise. And 
it's equipped with fea- 
tures you find on pro- 
fessional craftsman 
models. For example, 
the 640 series has a 
swivel base and steel 
replaceable top jaws. 
Extra large anvil pro- 
vides ample work 
area and the polistied 
non-mar surface 
won't damage work 
steel guarantees long- 


Pipe Shipping 


Capacity Wt., Lbs. 
1/8—2' 19 Ibs 
1/8—2-1/2" 33% Ibs 
1/8—2-1/2" 43% Ibs 


WILTON FLIP-GRIP II VISE 


Its three vises in one 
It flips to any positon. 
Grips metal, wood and 
pipe. Mounts horizon- 
tally or vertically on 
your workbench. And 
it flips out of the way 
when the job is done. 
Flip-Grip Il makes any 
job easier because 
you can select just the 
right working position. 
Its ideal for long, hard- 
to-handle workpieces, 
perfect for any wood, 
metal or pipe project. 


Flip-Grip || adjustable design is simple and rugged. Takes only 
seconds to change positions—locks and holds securely at any 
angle, left or right. Removable jaw inserts slip in fast to match 


the job. 


The Flip-Grip Il is constructed of quality materials and work- 
manship for rugged, dependable operation. Anvil handles tough 
work. And smooth, quick action speeds every job. 


Item 
Number 


11950 


Catalog 
Number 


594-2 


Jaw 
Width 


4" 


Maximum 
Opening 
4" 


Pipe Shipping 
Capacity Wt., Lbs. 
%"—¥%" 16 Ibs 


WILTON HOME VISES 


The vise for the home 
shop with top profes- 
sional features — at 
the hobbiest’s price. 
Massive, duty-proven 
material stands up to 
hard use, yet it fea- 
tures smooth operat- 
ing construction. 
Large anvil... built-in 
pipe jaws, replaceable 
serrated steel jaws. 

secure locking swivel 
base and Wilton qual- 
ity that cant be beat 


are all standard. 3-1/2" and 4" jaw widths meet any home shop 
requirement. It all adds up to built-in Wilton performance and 


value 


Item 
Number 


11800 


11850 
11860 


Catalog 
Number 


Jaw 
Width 


Maximum 
Opening 


Pipe Shipping 
Capacity Wt., Lbs. 
1 al 9 Ibs. 
Maa 1 aT 12 Ibs. 


a—1% 16 Ibs 


WILTON 7" x 7" WOODWORKER'S VISE 


Vise provides 21 square 
inches of either vertical 
or horizontal clamping. 
Unique L-shaped jaw 
design provides five 
times more vertical 
clamping surface than 
any other conventional 
vise has to offer and 
two times more than a 
conventional 10" vise. 
The vise is able to be 
mounted for either left 
or right hand offset. All 
moving parts have life- 
time lubrication. Con- 
tinuous screw or rapid acting nut models are available. The nut is 
one piece steel or cast iron. The vise is furnished with aluminum 
handle and two neoprene bumpers. Maximum opening is 9". 


WILTON 
WOOD- 
WORKERS’ 
VISES 


Item Catalog Jaw Jaw Shipping 
Number Number Size Opening Wt., Lbs. 
13000 76A rey g" 32 Ibs 
13025 77A T° aa" g” 32 Ibs 


WILTON UNIVERSAL TURRET VISE 


It's a woodworking vise 
—turn it—it's a metal- 
working vise. Metal- 
working side has re- 
placeable serrated steel 
jaws and cast in pipe 
jaws. Woodworking is 
offset to left for vertical 
work. Both metal and 
wood jaw faces and 
sides are precision ma- 
chined for perfect jaw 
alignment. Metal jaw 
faces are 4" x 1". Wood- 
working jaw faces are 
7" x 3" with a dog in 
the front jaw. Maximum opening is 5%" with positive oversized 
turret lock to secure desired position. 


WILTON WOODWORKERS VISES 


Wood- Metal - 
Item Catalog working working Pipe Maximum Shipping 
Number Number Jaw Faces Jaw Faces Capacity Opening Wt.,Lbs. 


13900 SIA » ee” wx4" 4" -4% 51" 36 Ibs 


Tough, sturdy casting 
gives this vise the rug- 
ged quality needed for 
a woodworkers’ vise. 
Continuous screw or 
rapid acting nut models 
are available. The nut 
is one piece cast iron. 
It has a steel dog in 


WILTON WOODWORKER’S VISE 


the front jaw; jaw size 
a" % 10" or 4" % 7". 
Guide bars and spindle 
are lifetime lubricated. 
The spindle is 1" diam- 


The woodworking 
craftsman realizes 
the value of a good 
woodworking vise — 
and the difference it 


¥ eter cold drawn steel, 
guide bars are 1" steel tubing. Steel drag bar is retained by a 
cotter pin through each guide bar. Each jaw has two tapped 
holes for mounting wood insert jaws. The vise is furnished with 
an aluminum handle with two neoprene bumpers. Integral design : 
front jaw has no exposed nuts; is tamper proof and injury proof. ee tala, ea ste 
Maximum jaw opening is 12”. . fect for beginners, yet 
gives the more exper- 


can make in better 
work. This light- 
weight vise features 
the quality that has 


CONVENTIONAL DESIGN — 4"x 10" ienced home crafts- 
Item Catalog Jaw Maximum tg man ever-lasting dependability. Smooth, cast jaws hold large 
Number Number Size Opening Wt., Lbs. workpieces tight. Wood jaw faces are easily attached. Heavy 
13275 62A 4" x 10" 12" 36 Ibs steel handle. A front jaw adds extra versatility. Mounts easily 
13350 64A 4" x 10" 12" 37 Ibs and securely against bench tops up to 2-1/2” thick with just 
two bolts. 
CONVENTIONAL DESIGN — 4" x7" Item Catalog Maximum Shipping 
13650 51A 4"y7" g" 32 Ibs Number Number Jaw Size Opening Wt., Lbs. 
13750 53A ayy" g" 33 Ibs 12980 86W 3” x 6-1/2” 5” 10 Ibs. 


WILTON 
DRILL 
PRESS 
VISES 


WILTON DRILL PRESS VISES 


This quality built vise 
assures precision ac- 
curacy for the home 
craftsman in drilling, 
reaming, or tapping 
operations. And it's 
moderately priced. 
Moveable jaw plate is 
smooth — back jaw 
plate is grooved. Two 
and a half and three 
inch jaw widths cou- 
pled with 3-1/8" max- 
imum opening gives 
ample work load capa- 
city. 


ANGLE MODELS 

Mounted on an angle base, which allows the vise to be adjusted 
quickly to any angle from 0° to 90° vertical, models 25A and 
30A are sturdily constructed to give workpieces an accurate 
mount. Four bolts, linked by side plates of high quality steel, 
lock the vise body securely. It is calibrated for vertical angle 
readings. 


SWIVEL BASE, ANGLE MODELS 


Models 25AS and 30AS offer the same high quality angle vises 
listed above mounted on swivel bases. The swivel base allows 
the vise to be rotated in a complete circle. Accurate scaling 
provides an easy means for calibration. Bases have a 5/8” key- 
way for location and four bolt lugs for mounting on the machine 
table 


These models are manufactured offshore for Wilton; to our 
specifications. 


Item Catalog Jaw Max. Jaw Depth of Overall Shipping 


Number Number Width Opening Jaws Length Wt., Lbs. 
12800 25 2%" 2%e" 1%" 7%" 7 Ibs 
12860 30 3” a 1%" 9%" 9% Ibs 
12865 40 4" 4" 1%" 47 * 17 Ibs 
12875 330 3%" 3%" 1%" g" 9 Ibs 
12850 25A 2%" 2%" 1%" g" 13 Ibs 
12870 30A i 3%" 1%" 12%" 17 Ibs 
12900 25AS 2%" 2\" 1%" 4%" 12 Ibs 
12910  30AS 3 3%" 1%" 5%e" 22 Ibs 


WILTON MEDIUM DUTY 
DRILL PRESS VISE 


This Wilton four-inch 
quick acting vise sim- 
plifies workholding 
and speeds produc- 
tion. The 340 vise 
provides rapid, single 
lever cam _ activated 
clamping. Because of 
its open base, clear 
through hole drilling 
is possible. An ad- 
justing screw eliminates slippage of the locking mechanism. 
The center slide bar and locking mechanism are hardened 
ground steel to insure a long work life; the body and moveable 
jaw are made of cast iron. This quick acting drill press vise is 
manufactured for Wilton. 


Item Catalog Jaw Max. Jaw Depth of Overall © Shipping 
No. No. Width Opening Jaws Height Wt. Lbs. 
12890 340 4" ary" igs 3%." 17 Ibs 


WILTON LIGHT DUTY 
DRILL PRESS VISE 


This economy-styled 
vise from Wilton is a 
sturdy and compact 
32" drill press vise 
with a low profile— 
2%" at the highest 
point. Rugged bolt 
lugs with three point 
mounting allows for 
easy positioning on 
any drill press table. 
Jaw surfaces are machined. The stationary jaw is smooth, the 
moveable jaw has a vertical V-groove, making this vise ideal 
for many applications. This vise is made with a cast iron body 
and slide with a high quality steel main screw, Acme threaded, 
and hexagonal head for tight clamping. This light duty vise is 
manufactured for Wilton. 


Item Catalog Jaw Max. Jaw Depth of Overall = Shipping 
No. No. Width Opening Jaws Height Wt. Lbs, 


12880 335 sie" 4" 154" oh" 11% Ibs 


WILTON DRILL PRESS VISE 


Every component of 
_this vise has been 
“beefed” up to give 
you maximum dura- 
bilityandaccuracy,. The 
moveable jaws gib is 
made of steel andrides 
inamachined, castiron 
way. Slide bar handle 
is heavier, more rug- 
ged than those in ordinary vises. The overall result of this new 
design is adrill press vise that s some thirty percent heavier than 
conventional models. 


Both sides of this Wilton vise have been precision machined at 
right angles to the bottom. This means that by laying the vise on 
its side, you can turn a workpiece 90° — and drill again — without 
removing it from the vise. 


Vise is available with Wilton’s rapid acting tightening nut. 


Item Jaw Max. Jaw Type of Shipping 
No. Catalog No. Width Opening Nut Weight 
12450 1035 3%" 4y," conventional 9 Ibs. 
12650 1135 3%" 4y," rapid action 9 Ibs. 
12500 1045 4%" 4y," conventional 16 Ibs 
12700 1145 4" 4Y," rapid action 16 Ibs. 
12550 1060 6" y," conventional 28 Ibs. 


19750 1160 6" 6%" rapid action 28 Ibs. 


WILTON STANDARD DUTY 
MILLING MACHINE VISES 

: - Complete with swivel 

base, the 50S and 60S 

are ideal for milling, 

accurate set up of work- 

: i pieces requiring ac- 

curate angular clamping. A high quality steel main screw utilizes 

a fine Acme thread for strength. Acting to track the sliding jaw 


tapping and drilling 
operations. 

are strips on the side of the vise’s body. The jaws.are made 

from a high-carbon steel. 


The swivel base is grad- 
uated in fine pitch for 


Two bolt lugs make mounting easy. and the vise can also be 


mounted on its stationary base. These models are manufactured 


offshore for Wilton; to our specifications. 


Item Catalog Jaw Max. Jaw Depth of Overall © Shipping 

No. No. Width Openin Jaws Height Wt. Lbs. 

12365 50S 5%" 3%" 15%" 5%" 40 Ibs 
og 12370 = 60S. 6%" 4%" 1%" 5%". 63 lbs 


WILTON VERTI-LOCK MACHINE VISE 


Jaw lift and workpiece 
tilt are virtually elimi- 
nated by the simple 
action of a spherical 
mechanism that in- 
duces 1/2 pound of 
vertical downward 
force for each pound 
horizontally applied. 


Cast from rigid ductile 
steel are critical com- 
ponents such as *vise body with flame-hardened bed “fixed 
jaw, (rated at 85,000 p.s.i.) *Verti-Lock’s annealed, surface-ground 
sliding jaw (rated at 70,000 p.s.i.), optional swivel base. 


A totally enclosed vise screw thread is cut from a special alloy 
steel, hardened and ground. For exceptional clamping power 
the Verti-Lock’s screw engages through a needle type thrust 
bearing which is standard on all models. 


Tempered, surface-ground and hardened to 50 Rockwell C, the 
jaw plates can be set to allow clamping in four positions. 


Other standard features include: * A pivoting handle allowing 
easier access and control to the workpiece * Coolant trough on 
both the vise body and the optional swivel base * Chip clear- 
ance holes—no dead pockets. 


When ordered with a swivel base, the vise's complete 360‘ 
rotation is scribed on two 180° scales incrimented in 1° indi- 
cations. Swivel base must be ordered separately and assembles 
easily to the vise. These models are manufactured offshore 
for Wilton; to our specifications. 


Vertilock eliminates jaw tilt, takes up 
wear. For each pound of force ap- 
plied in moving the jaw horizontally. 
there is one-half pound of force 
vertically pushing the jaw downward 
firmly on the vise bed. 


STATIONARY VISE 


Item Catalog Width Jaw Depth Overall Shipping 
No. No. of Jaws Opening of Jaws Height Weight 
12380 1240N 4" 0”-10%" 1%" 3%" 39 Ibs. 
12390 1250N 5% O?=12" 1%" 4" 55 Ibs. 
12400 1260N 6" 0"-14%" 1%" 4%" 79 Ibs. 
12375  1280N 8" 0"-19" 2%" 5%" — 143 Ibs. 
SWIVEL BASE 
Item Catalog Base Overall Shipping 
No. No. Description Height Weight 
12280 4S 4" Swivel 1%" 9 Ibs. 
12285 5S 5" Swivel 1%" 15 Ibs. 
12290 6S 6" Swivel 1%" 26 Ibs. 
12295 8S 8" Swivel 2%" 79 Ibs. 


WILTON 
MILLING 
MACHINE 


VISES 


WILTON MILLING MACHINE VISE 


This vise features a 
solid, uninterrupted 
bed, eliminating the 
guideslots which ac- 
cumulate dirt and 
chips. Forged steel 
wrench and 11/16" 
tongues’ included. 
Swivel base gradua- 
tions are engraved. 
Base of vises contain 
milled tongue slots for 
crosswise and length- 
wise mounting. 


Style RX-45 has unique patented feature of a replaceable, steel, 
surface ground bed plate. This reduces its price to an unprece- 
dented level foravise of this quality, while giving the triple benefit 
of high accuracy, durability, plus replaceability of the most vul- 
nerable portion of any machine vise. Base casting provides gen- 
erous coolant troughs. 


All models have unusually large jaw openings and throat depths, 
with low overall height. Jaw faces are steel, surface ground and 
replaceable. Templates showing jaw details available onrequest. 


er 

Item Catalog Type Width Max. Jaw — Shipping 
No. Number Base of Jaws Opening Wt., Lbs. 
12350 RX-60 swivel 6" 9%" 133 Ibs. 
12150  RXN-60 stationary 6" o%" 99 Ibs. 


WILTON 


C-CLAMPS 


WILTON SUPER DUTY C-CLAMPS 
STANDARD THROAT 


Designed for heavy 
industrial and = con- 
struction work. Each 
screw iS machined 
from a single piece of 
square, cold drawn 
alloy steel, hardened 
and tempered. All 
clamps available with full-capacity spindles at additional 
charge. Clamps come in natural steel finish. 


Item Catalog Throat Spindle Min Proof 


Number Number Capacity Depth Diameter Test Lbs. Weight 
14509 0 0."-34" fa” 1 2800 3 Ibs 
14518 1 “21%e" 1%" ie" 5600 1% Ibs 
14527 1% A * 8750 924 Ibs 
14536 2 134" Ya” 12500 4% Ibs 
14545 3 2% 1” 16250 7 Ibs 
14554 4 244” ty 20000 10% Ibs 
14563 5 3%" 1%” 23800 12% Ibs 
14572 6 3%” 1%” 27500 19% Ibs 
14581 8 " i 4)" hh 31250 5 Ibs 
14590 §=10 5% 0%" a" eg 35000 32 Ibs 
14599 12 7%"-121" 4'h" ib 40000 42% Ibs 


WILTON REGULAR DUTY STANDARD 
THROAT C-CLAMPS 


These clamps are 
equipped with Wilton 
Perma-Pads, guaran- 
teed not to come off 
in normal use, and 
with lifetime lubricat- 
ed spindles of fat- 
igue-proof steel. The 
spindle is threaded 
with a special, pre- 
cision-cut, single- 
lead, Acme thread. All 
800 series are finish- 
ed in grey enamel. Bulk-packed in partitioned, master carton. 


The Series 800 has the strength and ‘‘beef’ of forged steel 
because it is forged steel. But it has a price like a cast clamp 
price. 


The 800 Series is recommended for regular-duty work not 
requiring unusual throat depth. Since it’s drop forged from 
specially selected steels, 800 Series clamps are light enough 
for production line use. 


Minimum 
Item Catalog Throat Spindle Proof Test 
Number Number Capacity Depth Diameter Lbs. Weight 
14714 =—802 0"’—2" = 1-13/16" = 9/16” 2700 1-1/2 Ibs. 
14728 803 o"—3" 1-15/16" 9/16” 3000 1-3/4 Ibs. 
14742 ~=804 0”—4" = =2-5/16" 5/8" 3700 2-3/4 Ibs. 
14756 806 0"—6" 2-15/16" 5/8" 4500 4 Ibs. 
14770 ~=—- 808 2”—8" 3-7/16" 3/4" 5200 6-1/2 Ibs. 
14784 = 810 12-10" 3.3/4" 3/4" 6000 9-3/4 Ibs. 
14798 = 812) 18-12" 3-7/8" 3/4” 8000 =11-1/4 Ibs. 


WILTON HEAVY DUTY C-CLAMPS 
STANDARD THROAT 


Recommended for 
heavy industrial and 
construction work de- 
manding complete re- 
liability. Frames are 
forged of special qua- 
lity carbon steels, and 
heat treated. Spindles 
are turned from sin- 
gle pieces of square 
bar stock, threaded modified National Coarse, and come with 
hardened Wilton’s exclusive Perma-Pad swivels 
Minimum 
Item Catalog Throat Spindle Proof Test Weight 
Number Number Capacity Depth Diameter Lbs. Lbs. 


14114 “102 0"—2” 1-1/2” 9/16" 7,500 
14128 103 0”—3” i 5/8” 8,750 
14142 104 0” —4" 2-3/8" 3/4" 10,000 
14156 106 26" 2-1/2" 3/4" 11,250 
14170 108 4"—8" 2-5/8" 3/4” 12,500 
14184 110 6"—10" = 2-3/4” 3/4” 13,750 
14198 112 8"—12" =. 2-7/8" 3/4” 15,000 1 


WILTON CARRIAGE CLAMP 


Wilton engineers know 
what constitutes value 
in clamping tools. So 
when they designed 
this economically 
priced clamp, they in- 
cluded the quality 
features made famous 
by the Wilton C-Clamp 
line. 

To permit a truly acceptable stress point, they selected a high 
tensile ductile alloy casting for the 540’s body. This is the same 
alloy which is used on the stress parts of our famous machinist 
vises. 


The 540 is ruggedly constructed with a hardened steel spindle. 
You'll find that it is equipped with Wilton’s exclusive Perma-Pads, 
guaranteed never to come off. A finish of blue lacquer is ap- 
plied to the clamp's body. 


Our carriage clamp is recommended for any work load which 
does not require the additional throat depth of Series “400” 
C-Clamps, nor the extreme force of wrench tightening attain- 
able with the Series 100" C-Clamps. 


Item Catalog Throat Spindle 
Number Number Capacity Depth Diam. 


WOMWMMN™WN 


Minimum — Weight 
Proof Test. Each 


14700 540-2 0"-2%" 1%" Yo" 1585 Ibs. % Ibs 
14702 540-3 0"-3" 1%" %" 1900 Ibs. 1 ‘Ib. 

14704 540-4 0"-4" 2%" ys" 3100 Ibs. 1% Ibs. 
14706 540-6 p"-6" 2%" %" 2850 Ibs. 2% Ibs. 
14708 540-8 0"-8" 3142" iM 3000 Ibs. 3% Ibs. 


14710 540-10 2*=10" 3%" %" 3900 Ibs. 5% Ibs. 
5300 Ibs. 6% Ibs. 


14712, $4012, 4"-12" gn 4" 
WILTON PERMA-PAD 
ADAPTOR SWIVELS 


Wilton C-Clamps have 
an exclusive, Perma- 
Pad swivel. A steel re- 
taining ring holds the 
pad in place on the 
ball end of the screw 
—lets it swivel to bear 
evenly on clamped 
part. Perma-Pad swivels 
will never come off in 
normal usage. Now you 
can install Perma-Pad swivels on any C-Clamp (regardless of 
manufacturer) having one of the spindle diameters shown. Only 
tool required for installation is an ordinary screwdriver. 


Item Catalog Major Approx. Spindle 

Number Number Diameter Ball Diameter 
16000 290130* i 7/16" 
16001 290131* 1-1/4" 1/2" 
16002 290132** 1-1/8" 7/16" 
16012 290142** 7/8" 7/16" 
16013 290143** 1-3/16" t/2e 
16023 290613+ ates 7/16" 
16025 290615+ 1-1/4" lf2" 


*For Series 100, 400, 4400 **For Series 800 
+For Series 400SE, 4400SE Serrated 


GROOVED 


ANVIL is built - SERRATED PAD 
' like a miniature r> has hag 
, Pipe vise— scoring fora 
built to grip and Yi sure bite, secure 
_ hold tight. clamping. 
_(SE series only) (SE series only) 


HEH 


Here is a C-Clamp 
that combines great- 
er throat depth with 
the added strength of 
drop forged steel. All 
the other Wilton ex- 
clusives, too, includ- 
ing individual boxing, 
grey lacquered finish, 
and patented Perma- 
Pads. Precision cut 
single lead Acme thread. Extra deep throat; from 2” to nearly 
6” in seven sizes. Heavier, stronger spindle screws and 
handles. Also available with Plated Spindle for spatter 
protection. ane 

Item Catalog 
Number Number 
14214 402 
14228 403 
14242 404 


14256 406 
14270 408 / 
14284 410 9 
14298 412 


Item 
Number 
14215 
14229 
14243 
14257 
14271 
14285 
14299 


Designed to provide sure, non-slip clamp- 
ing on round workpieces and better clamp- 
ing on all shapes is a new C-clamp by the 
Tool Division of Wilton Corporation. Called 
the ‘Slipnot’, it features a deeply serrated 
pad and an anvil grooved much like pipe 
vise jaws. The combination assures a positive grip on any shape, 
simplifies set-ups and saves time. 


The new Wilton clamp also has other advancements such as 
forged steel construction, exclusive Perma-Pad swivels, 
sealed-for-life lubrication. It is available in extra deep throat 
design in a wide range of sizes, individually boxed and finished 
in gray laquer. Also available in 4400 Square Throat models. 


Regular Duty — Extra Deep Throat 


Minimum 

Item Catalog Throat Spindle Proof Test Weight 
Number Number Capacity Depth Diameter Lbs. Lbs. 
15978 402SE 0"—2" 2" 9/16" 3300 1-3/4 
15979 4038SE 0"-—3" 2-1/2" 5/8" 3500 2-1/4 
15980 404SE 0’—4" 2-7/8" 3/4" 4100 3-1/2 
15981 406SE O0"-—6" 3-5/8" 3/4" 5400 5-1/4 
15982 408SE 0'-—8" 4-1/2" 3/4" §900 7-3/4 
16983 410SE 2"—10" 5-3/8" 3/4" 6200 9-3/4 
16984 -412SE 2"—12' 53/4" 1/8 9300 12-3/4 

Regular Duty — Square Throat 

15986 4404SE 0”—4" AY 3/4" 4100 4-1/2 
15987 4406SE 0"—6" a 3/4" 6400 6-1/4 
15988 4408SE 2"”—8" 6" 3/4" 5900 ) 


Wilton’s 4’ Square 
Throat C-Clamps have 
greater capacity — 
they do twice as 
many jobs by solving 
the problem of insuf- 
ficient throat depth. 
The square throats 
give 37% more depth 
than standard “deep 
throat’? C-Clamps. 
Drop forged steel 
frames for added 
strength — lifetime 
lubricated Fatique 
Proof steel spindles. 
Fitted with Perma- Pad 
swivels that never 
come off! 


4100 Ibs 
5400 Ibs 
a14" 5900 Ibs 


WILTON 
POWRARM 
WORK 


POSITIONERS 


WILTON MECHANICAL 301 


Extra-strong, heavy- 
duty positioner with 
exceptionally fast on- 
off action. Body is ma- 
chined semi-steel. All 
steel parts cadmium 
plated for corrosion 
resistance. Mounting 
holes are %.-18 on 
center. 


Designed for high pro- 
duction assembly line 


applications — and 
workpieces to 70 Ibs. 
Item Cat. Maximum Base Overall Shipping 
No. No. Work Wt. Diameter Height Wt., Lbs. 
16240 301 70 Ibs. at 12” 61% _" 8%" 13 Ibs 


WILTON HYDRAULIC 303 


Samesizeandstrength 
as Model 301 with hy- 
draulic locking action 
to increase work ca- 
pacity to 150 Ibs. Hy- 
draulicsystem is hand- 
operated, self-con- 
tained and sealed with 
replaceable cups. 
Mounting holes are %¢- 
18 on center. 


Rated for heavy-duty 
assembly, welding, 
maintenance and tool 
room work. 


Item Cat. Maximum Base Overall Shipping 
No. No. Work Wt. Diameter Height Wt., Lbs. 
16300 303 150|bs. at 12” 5%" i" 15 Ibs 


WILTON “JUNIOR” 
COMBINATION 341 


Designed for elec- 
tronic, or other light 
assembly, the “Junior” 
combination features 
a precision jewelers’ 
vise. Built to utmost 
accuracy. Great lock- 
ing strength despite 
small size. Smooth 
steel jaws are standard. 


Item Comb. PowRarm Jaw Max. Throat Shipping 
No. Cat. No. Cat. No. Description Width Opening Depth Wt., Lbs. 


16448 341 343 Jeweler Vise #20N 2” 2" = 1%2' — 8 Ibs. 


WILTON JUNIOR 343 


Medium duty position- 
er for use with work 
upto 30 Ibs. Fast on-off 
action with horizontal- 
moving lock handle. 
Body is cast aluminum 
with cadmium-plated 
steel parts. Mounting 
holes are 1/4-20 std. 
threads on 2%" cen- 
ters. T-bracket allows interchanging attachments with larger units. 


Ideal for electronics or aircraft work —recommended for use with 
Wilton precision vise or any special fixture. 


Item Cat. Maximum Base Overall Shipping 
No. No. Work Wt. Diameter Height Wt., Lbs. 
16180 343 30 Ibs. at 6" 44" 5%" 4 Ibs. 


WILTON VEEP 344 


New design provides 
more workholding ca- 
pacity (up to 20 Ibs.) 
and faster on-off ac- 
tion. Horizontal han- 
, . dle easily accessible 
_—— and well below level of 
i W work. %" receptacle 
; — with set screw for vise, 
printed circuit board 
holder or special fixture. Steel body, cadmium plated. 


For light production assembly or electronic applications. 


Item Cat. Maximum Base Overall Shipping 
No. No. Work Wt. Diameter Height Wt., Lbs. 
16120 344 20 Ibs. at 6” 3%" 44" 3 Ibs. 


WILTON MIDGET 345 


New design increases 
capacity and provides 
more positive lock. 
Fast on-off action with 
horizontal handle. All 
parts are steel, cad- 
mium plated.Mounting 
stud is 5/16-24. 


Recommended for intricate electronic work including small 
printed circuits. 


Item Cat. Maximum Base Overall Shipping 
No. No. Work Wt. Diameter Height Wt., Lbs. 
16060 345 6 Ibs. at 6” 2%" 1%" 1 Ib. 


ALL MODELS MEET 
OSHA STANDARD — HAVE Model 154 7” WI 
| UL & CSA APPROVAL 
Spark Breakers, 
Eyeshields, Vented Wheel 
Guards, Guard Covers 
Standard 


minated Eyes 


With illuminated safety glass eyeshields, 
Model 155 gives you ultimated viewing 
and accuracy while grinding. Fully adjust- 
able tool rests for grinding in any position. 
Toggle switch and water pot are built into 
base. Two 7" x 1" wheels in 36 and 60 
grit with % horsepower capacitor motor 
rated for industrial and heavy duty use. 
Vent dust guards house grinding wheels. 


Viodel 192A 


re 


¥3 Hors 


Added horsepower motor makes this a valuable medium duty 
grinder for repair work and medium duty use. Standard features 
include extended frame, adjustable steel tool rests and plex-i- 
glass eyeshields. Toggle switch and water pot built into base. 
Two 6" x %" wheels in 36 and 60 grit. Motor is split capacitor 
and fully enclosed. 


epower 


Heavy duty for industrial use. Extended frame design gives 
more accessibility to side and front of wheels. Standard features 
include safety glass eyeshields and fully adjustable tilting tool 
rests. Motor is 4% horsepower, split capacitor and fully enclosed. 
Toggle switch and water pot are built into base. Two 7" x 1" 
wheels with 36 and 60 grit. Wheels are housed in special dust 
vent guards. 


Heavy duty % horsepower motor makes 
this model 157 the ideal grinder for in- 
dustrial use. The tool rest is fully adjust- 
able for use in any grinding position. Two 
8" x 1" grinding wheels, one course 36 
grit and one medium 60 grit are standard. 
Dust vents, full guard covers, water pot 
and adjustable spark breakers are all built- 
in features. 


The top of the line for industrial use. This 
heavy duty 1 horsepower model 158 is 
equipped with an industrial 1725 RPM 
motor. Dual voltage, 115/230 with two 10" 
grinding wheels of 36 and 60 grit. Eye- 
shields, tilting tool rest, full guard covers 
and adjustable spark breakers are all stand- 
ard equipment. Conforms to all OSHA re- 
quirements. 


SPECIFICATIONS 
: AC 
bt Dist. No Voltage Shpg. 
Catalog Wheel Dim. |Between| Load |Motor| 1-Phase Overall Weight 
Number Type Dia. Arbor Face} Wheels |R.P.M.} H.-P. Motor {Length Height) Ibs. 
T52A | ore | OL | MT Aaa 3450, & | tay | 162) 9% 2 
{ 
184. | gfe | 7h oe] 1 18% | BAO 1 et TiSN | tee OM ot 
155 7) eet hoe te a8" 13450, | SN 4 ee | ee GI 
18) | ateehay) & 1 | | 1t )aaeo) iw eee 
" 36" H 8 Heavy ul gyn " oN " Ast 
A Re aT esis 16 ee | 10" 1 et 19 17251 1 {115/230 23" | 13%"! 140 
156 Pedestal Base 43 
Stable bases. Convenient height. Por- bate tee 1s, ee 
table or permanent installation. Finish 199 | forfnedele 157. 158 75 


matches grinder. Lightweight; yet strong. 


oe 


& 


WILTON MILLING TABLES 


WILTON COORDINATE 
MILLING TABLES 


These high quality tables are made from wear- 
resistant meehanite castings. Table accuracy is .001" 
with lead screw accuracy of .0005". They can be 
used for milling, drilling, or grinding on Wilton or 
existing equipment. 


MANUAL FEED 


510456 
22%! x Qe" (575 x 240 mm) 
14*%4' (375 mm) 


510790 
172%2" x O76" (450 x 240 mm) 
10°%4' (275 mm) 


Working surface 
Longitudinal feed 


Crossfeed 6%" (155 mm) 6%" (155 mm) 
Length of bedplate 10'%4' (259 mm) 10'%4' (259 mm) 
Width of bedplate 9774; (250 mm) 92742" (250 mm) 
Total height 414" (114 mm) 4¥" (114 mm) 
T-slots Ys" (12 mm) Ys" (12 mm) 

Net weight 123 Ibs. (56 kg) 104 Ibs. (47 kg) 


AUTOMATIC FEED 


510792 
22%6' x O46" (575 x 240 mm) 
144%4' (375 mm) 


Working surface 
Longitudinal feed 


Crossfeed 6%" (155mm) 
Length of bedplate 10'%¢' (259 mm) 
Width of bedplate 97744' (250 mm) 
Total height 4%" (114 mm) 
T-slots Ys" (12 mm) 
Net weight 155 Ibs. (71 kg) 
Electricals 3 phase 
220 or 440V 
Yo HP 
6 Speeds Ae— 'Ke— 1 4e— 2a2— 4%o—7'%e PM 


(11—21—37—57—107—189 mm/min.) 


IMPORTANT NOTICE TO PURCHASERS 


All Wilton products are guaranteed. These guarantees are limited and 
provisional, and in all cases dependent upon proper product usage. 
Specific guarantee details depend upon the construction of each pro- 
duct line and its intended use by the purchaser. In any case, warranty is 
limited to the repair or replacement, at our option, parts or product F.O.B. 
factory. A copy of each product guarantee may be procured by writing 
our Des Plaines, Illinois general office. 


Neither the manufacturer or distributor shall be liable for any injury or 
damage out of the use or suitability of this product. It is up to the user to 
determine suitability and safety of the product for his intended use, and 
the user assumes all risks and liability herewith. 


INDUSTRIN. 

DISTRIBUFORS = Wilton Products are 
carried by leading industrial 
distributors nationally. 


Distributed By 


1/80 15M 


MODEL SHOWN 
NO. 510791 


MODEL SHOWN 
510791 NO. 510790 & 510456. 
25'%2" x 10%" (650 x 270 mm) 
172%2' (450 mm) 
9772" (250 mm) 
14%" (365 mm) 
8?%2" (220 mm) 
5%" (140 mm) 
Yo" (12 mm) 
187 Ibs. (85 kg) 


MODEL SHOWN 
NO. 510792 


NY witren’ e 


Wilton Corporation 
2400 E. Devon Ave., Des Plaines, IL 60018 
Telephone: (312) 827-7700 


